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Overview

This document lists TTCN changes needed to the common SibLib needed for re-using it in implementing 3GPP 34.229-3.
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Corrections 
Change 1 /  Addition of regInfo XML schema RFC 3680
	New  XML schema
	regInfo.xsd copied from RFC 3680

	Reason for change
	XML data type for registration events needed in the ATS

	Summary of change
	XML schema added

	TTCN module
	LibSip_XMLTypes.ttcn, regInfo.xsd

	Review comments
	


Before:

	    import from oma_xml_xdm_common_policy language "XSD" all

    with {

        extension "File:../xsd/xdm_commonPolicy-v1_0.xsd"

    }

}
    group XmlTypes {

        type union XmlBody {

            Mcid mcid,






// if there is XML Mcid

            Comm_div_info_type cdivn,


// if there is XML cdivn

            Simservs simservs,




// if there is XML simservs (Oip/r, Tip/r, Call Diversion, ICB, OCB ...)

            Conference_type conference_type,
// if there is XML conf

            Ims_cw cw,






// if there is XML cw (defined in X_3gpp_ns_cw_1_0.ttcn3view) 

            Cug cug,






// if there is XML cug (defined in org_etsi_uri__ngn_params_xml_simservs_xcap.ttcn3view) 

            TIMS3GPP ims3gpp,




// if there is XML IMS 3GPP

            PSTN_transit pstnTransit,


// if there is XML PSTN_transit

            Resource_lists resourceLists

// if there is XML Resource List data

        }

    }




After:

	    import from oma_xml_xdm_common_policy language "XSD" all

    with {

        extension "File:../xsd/xdm_commonPolicy-v1_0.xsd"

    }

    import from ietf_params_xml_ns_reginfo language "XSD" all

    with {

        extension "File:../xsd/regInfo.xsd"// RFC 3680

    }
}

    group XmlTypes {

        type union XmlBody {

            Mcid mcid,






// if there is XML Mcid

            Comm_div_info_type cdivn,


// if there is XML cdivn

            Simservs simservs,




// if there is XML simservs (Oip/r, Tip/r, Call Diversion, ICB, OCB ...)

            Conference_type conference_type,
// if there is XML conf

            Ims_cw cw,






// if there is XML cw (defined in X_3gpp_ns_cw_1_0.ttcn3view) 

            Cug cug,






// if there is XML cug (defined in org_etsi_uri__ngn_params_xml_simservs_xcap.ttcn3view) 

            TIMS3GPP ims3gpp,




// if there is XML IMS 3GPP

            PSTN_transit pstnTransit,


// if there is XML PSTN_transit

            Resource_lists resourceLists,

// if there is XML Resource List data

            RegInfo regInfo                     // if it is a registration event
        }

    }




Change 2 /  Addition of PIDF-LO XML schema RFC 4119

	New  XML schemas
	pidf.xsd copied from RFC 3863 (Presence Information Data Format) and pidf_lo.xsd (Presence Information Data Format, Location Object extension ) 

	Reason for change
	XML data type for Presence Information Data Format, Location Object needed in the ATS.

	Summary of change
	XML schema added

	TTCN module
	LibSip_XMLTypes.ttcn, pidf.xsd, pidf_lo.xsd

	Review comments
	


Before:

	    import from oma_xml_xdm_common_policy language "XSD" all

    with {

        extension "File:../xsd/xdm_commonPolicy-v1_0.xsd"

    }
    // RFC 3680 Registration Info

    import from ietf_params_xml_ns_reginfo language "XSD" all

    with {

        extension "File:../xsd/regInfo.xsd" 

    }

}

    group XmlTypes {

        type union XmlBody {

            Mcid mcid,






// if there is XML Mcid

            Comm_div_info_type cdivn,


// if there is XML cdivn

            Simservs simservs,




// if there is XML simservs (Oip/r, Tip/r, Call Diversion, ICB, OCB ...)

            Conference_type conference_type,
// if there is XML conf

            Ims_cw cw,






// if there is XML cw (defined in X_3gpp_ns_cw_1_0.ttcn3view) 

            Cug cug,






// if there is XML cug (defined in org_etsi_uri__ngn_params_xml_simservs_xcap.ttcn3view) 

            TIMS3GPP ims3gpp,




// if there is XML IMS 3GPP

            PSTN_transit pstnTransit,


// if there is XML PSTN_transit

            Resource_lists resourceLists

// if there is XML Resource List data

        }

    }




After:

	    import from oma_xml_xdm_common_policy language "XSD" all

    with {

        extension "File:../xsd/xdm_commonPolicy-v1_0.xsd"

    }

    // RFC 3680 Registration Info

    import from ietf_params_xml_ns_reginfo language "XSD" all

    with {

        extension "File:../xsd/regInfo.xsd" 

    }

    // RFC 3863 Presence Information Data Format

    import from ietf_params_xml_ns_reginfo language "XSD" all

    with {

        extension "File:../xsd/pidf.xsd" 

    }

    // RFC 4119 Presence Information Data Format, Location Object extension 

    import from ietf_params_xml_ns_reginfo language "XSD" all

    with {

        extension "File:../xsd/pidf_lo.xsd" 

    }
}
    group XmlTypes {

        type union XmlBody {

            Mcid mcid,






// if there is XML Mcid

            Comm_div_info_type cdivn,


// if there is XML cdivn

            Simservs simservs,




// if there is XML simservs (Oip/r, Tip/r, Call Diversion, ICB, OCB ...)

            Conference_type conference_type,
// if there is XML conf

            Ims_cw cw,






// if there is XML cw (defined in X_3gpp_ns_cw_1_0.ttcn3view) 

            Cug cug,






// if there is XML cug (defined in org_etsi_uri__ngn_params_xml_simservs_xcap.ttcn3view) 

            TIMS3GPP ims3gpp,




// if there is XML IMS 3GPP

            PSTN_transit pstnTransit,


// if there is XML PSTN_transit

            Resource_lists resourceLists,

// if there is XML Resource List data

            RegInfo regInfo, // if it is a registration event

            Pidf_Lo pidfLo    // if it is  a Presence Information Data Format Location Object
        }

    }



	


Change 3 /    Introduction of the Geolocation header
	New header type 
	  Geolocation

	Reason for change
	Geolocation header is needed for implementing the IMS Emergency Calls 34.229-1 clause 19. The Geolocation header is specified in  RFC draft draft-ietf-sipcore-location-conveyance-04 clause 4.1

	Summary of change
	Geolocation header added

	TTCN module
	LibSip_SipTypesAndValues.ttcn 

	Review Comment
	


Before:

	       …

         ErrorInfo       errorInfo optional, // only in responses

        Event         event optional, // 3265/7.2

        Expires       expires optional,

        From        fromField,

        HistoryInfo     historyInfo optional, // 4244

        InReplyTo       inReplyTo optional, // only in requests

        MaxForwards      maxForwards optional, // mandatory in requests not required in responses!

      …  
  


After:

	   …

         ErrorInfo       errorInfo optional, // only in responses

        Event         event optional, // 3265/7.2

        Expires       expires optional,

        From        fromField,

        Geolocation         geolocation optional, //   http://tools.ietf.org/html/draft-ietf-sipcore-location-conveyance-04

        HistoryInfo     historyInfo optional, // 4244

        InReplyTo       inReplyTo optional, // only in requests

        MaxForwards      maxForwards optional, // mandatory in requests not required in responses!

      …
type record Geolocation {       // draft-ietf-sipcore-location-conveyance-04 clause 4.1

      FieldName fieldName(GEOLOCATION_E),

      SipUrl    addrSpec,

      charstring  routingAllowed,

      SemicolonParam_List geolocParam optional

    }


Change 4 /    Introduction of the P-Preferred-Service header
	New header type 
	  Geolocation

	Reason for change
	Geolocation header is needed for implementing the IMS Emergency Calls 34.229-1 clause 19. The Geolocation header is specified in  RFC draft draft-ietf-sipcore-location-conveyance-04 clause 4.1

	Summary of change
	Geolocation header added

	TTCN module
	LibSip_SipTypesAndValues.ttcn 

	Review Comment
	


Before:

	       …

       PCalledPartyID     pCalledPartyID optional, // 3455

        PChargingFunctionAddresses pChargingFunctionAddresses optional, // 3455

        PChargingVector   pChargingVector optional, // 3455

        PEarlyMedia      pEarlyMedia  optional, // 5009

        PMediaAuthorization pMediaAuthorization optional, // 3313

        PPreferredID     pPreferredID optional, // 3325

          Priority       priority optional,  // only in requests

           …  

  


After:

	   …

       PCalledPartyID     pCalledPartyID optional, // 3455

        PChargingFunctionAddresses pChargingFunctionAddresses optional, // 3455

        PChargingVector   pChargingVector optional, // 3455

        PEarlyMedia      pEarlyMedia  optional, // 5009

        PMediaAuthorization pMediaAuthorization optional, // 3313

        PPreferredID     pPreferredID optional, // 3325

        PPreferredService pPreferredService optional, // draft-drage-sipping-service-identification-01 (July 2007)                     

        Priority       priority optional,  // only in requests

      …
    // draft-drage-sipping-service-identification-01 (July 2007)

    type record PPreferredService {

      FieldName fieldName (P_PREFERRED_SERVICE_E),

      charstring serviceId

    }


Change 5 /    Removal of redundant imports
	TTCN function
	  -

	Reason for change
	XML schema  imports are removed, since they are already imported via  

import from LibSip_XMLTypes all;

	Summary of change
	Redundant imports are removed

	TTCN module
	LibSip_Templates.ttcn

	Review Comment
	


Before:

	import from LibSip_XMLTypes all;
   //LibXMLTypes


import from ietf_params_xml_ns_resource_lists language "XSD" all


with {



extension "File:../xsd/ResourceList.xsd"


}


import from org_etsi_uri__ngn_params_xml_simservs_xcap language "XSD" all


with {



extension "File:../xsd/SupplementaryServices.xsd"


}


import from org_etsi_uri__ngn_params_xml_simservs_mcid language "XSD" all


with {



extension "File:../xsd/MCID.xsd"


}

    import from Ims3gpp language "XSD" all

    with {

        extension "File:../xsd/Ims3gpp.xsd"

    }

    import from ietf_params_xml_ns_conference_info language "XSD" all

    with {

        extension "File:../xsd/CONF.xsd"

    }

    import from org_etsi_uri__ngn_params_xml_simservs_pstn language "XSD" all

    with {

        extension "File:../xsd/PSTN.xsd"

    }




After:

	import from LibSip_XMLTypes all;



Change 6 /    Incorrect template  mw_ReasonSIP
	TTCN template
	  mw_ReasonSIP

	Reason for change
	A template can not be passed to function int2str as an integer.

	Summary of chang
	Template corrected, and also all dependant templates using it.

	TTCN module
	LibSip_Templates.ttcn

	Review Comment
	


Before:

	


template Reason mw_ReasonSIP(template integer p_cause) :=



{

  




fieldName := REASON_E,




reasonValues := {m_ReasonValueSIP(int2str(p_cause),?)}



};








After:

	

template Reason mw_Reason(template charstring p_cause) :=



{

  




fieldName := REASON_E,




reasonValues := {m_ReasonValue(p_cause,?)}



};


References

	-
	n/a
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